
STANDARD GAUGE DATA

Description Features
Maximum Increment Opening Extension Item
Reading Every Required Length Number

0-1000 lbs/ 1 lb 601-8010MD
0-454 Kg 1 Kg 1/4” 10” 601-8045MD-KG

0-3000 lbs/ 1 lb 601-8300MD
0-1360 Kg 1 Kg 1/2” 10” 601-8136MD-KG

0-5000 lbs/ 1 lb 601-8500MD
0-2270 Kg 1 Kg 1.1” 10” 601-8227MD-KG

0-10,000 lbs/ 1 lb 601-8100MD
0-4540 Kg 1 Kg 1.1” 10” 601-8453MD-KG

0-3000 lbs. 1 lb
0-1360 Kg 1 Kg 3/4” _ 601-3000DR
0-13,300 N 1 N

0-5000 lbs 1 lb
0-2270 Kg 1 Kg 3/4” _ 601-5000DR
0-22,200 N 1 N

0-10,000 lbs 1 lb
0-4540 Kg 1 Kg 3/4” _ 601-9999DR
0-44,500 N 1 N

0-3000 lbs 1 lb
0-1360 Kg 1 Kg 3/4” 12” 601-3000DR-12S
0-13,3000 N 1 N

0-600 lbs 10 lb 3/4” – 601-8006
0-1000 lbs 20 lb 3/4” – 601-8010
0-2000 lbs 50 lb 3/4” – 601-8020
0-2000 lbs 50 lb 3/4” 12” 601-8020-12
0-3000 lbs 20 lb 3/4” – 601-8030
0-3000 lbs 20 lb 3/4” 12” 601-8030-12
0-5000 lbs 100 lb 3/4” – 601-5000
0-6000 lbs 50 lb 3/4” – 601-6000
0-6000 lbs 50 lb 3/4” 18” 601-6000-18
0-10,000 lbs 100 lb 3/4” – 601-8100
0-5000 Kg 50 Kg 3/4” – 601-8101

601-8019

Digital-Electronic 
Weld Probe

Standard- 
Hydraulic*

Gauge Case

Digital-
Hydraulic*

* Hydraulic gauges should be selected to be used near mid-range.

• Analog output

• Auto shut-off

• No-weld setting-
not required

• Accuracy 0.5%
over full range

• Accuracy 2%

• NIST traceable
certification

• Field selectable
units switch
between:

Pounds
Kilograms
Newtons
Kilonewtons

• Accuracy 3%

• Convenient padded gauge storage/carrying case

• 4” D x 10” W x 10” L

• Fits all hydraulic gauges
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